
MODEL BP-1C
BUMPER PROBE

FOR AUDIO LOCATORS

AVAILABLE FROM STOCK!

Features:
Easily attaches to vehicle
Weather resistant
Find pipelines, contacts and isolators
Drive Right of Way
Works with T&R Locators:
     -  Model PD
     -  Model Mark V Ranger

Distributed by
Clamp holds probe in 90º and 45º 
angles for pipeline locating, center 
and depth determination

BP-1C kit includes:
Probe
Vehicle Clamp
25’ Cable (not shown)
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Tinker & Rasor quality is found in our products, 
our people and our customer service.

www.tinker-rasor.com

Info@tinker-rasor.com



106-073

MODEL BP-1 AND BP-1C PROBE

MODEL BP-1 and BP-1C

Features:
• Rugged Construction
• Water resistant
• Unaffected by surface cover
• Easy to install
• Zinc plated clamp

Construction:
• Rugged, weather resistant probe
• Heavy duty, zinc plated clamp
• BNC connector on cable for strength

Applications:
• Pipeline locates
• Centerline of pipes
• Pipeline depth
• Electrical contacts
• Pipeline isolators

Recommendations:
• Use on truck
• Right of Way vehicle
• Other vehicle
• Receiver sits in passenger area

Environment:
-20˚C to 55˚C (-4˚F to 131˚F)

Specifications:
Works with Model PD 
Works with Model MARK V RANGER

Dimensions:
PROBE: 1” x 9.75” (25mm x 235mm)
Shipping Weights
BP-1: 13” x 9.5” x 5, 4 lbs.
(330mm x 241mm x 127mm, 1.81kg)
BP-1C: 13” x  9” x 7”, 6 lbs.
(330mm x 228mm x 178mm, 2.72kg)

DELIVERY:     Immediately from STOCK
                       F.O.B. San Bernardino, CA USA
SERVICE:      24-hour Turn-Around
TERMS:          Net30 Days, on approval of credit
WARRANTY:  90 Days, parts and labor

AVAILABLE FROM STOCK

Easy to connect
Very strong connection
25’ cable to reach passenger area

For use with:
Model PD
Model Mark V Ranger

Model BP-1C
kit comes complete
with vehicle clamp
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